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ABSTRACT

The development of high average power pulsed solid-state lasers

and the application of these lasers to the generation of laser produced

plasmas for soft-X-ray generation is described. A 44-W average power

moving slab neodymium glass laser was demonstrated. In a separate

experiment, injection seeding of this laser to produce 500-MW 1i-ps pulses

was attained. Soft-X-ray generation has been investigated with the moving

slab laser, a fix slab laser, and commercial rod-geometry lasers. The

techniques that were demonstrated show the feasibility of scaling the

operation of slab lasers to the kilowatt level. The rapid development of

diode-laser pumping techniques suggests the potential for remarkably

efficient, compact and economical laser systems for short wavelength

lithography and microscopy applications.
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Laser-produced-p!asma Soft-X-ray Source Development and Applications

I Introduction

Laser-produced-plasmas are an attractive source of soft x-ray radiation because of

their comparatively low cost and laboratory size. The broadband emission from the plasma
excited by a focused high power laser can have a high peak and average brightness and be
useful in spectroscopy, lithography and microscopy.

The investigation of laser-produced-plasma soft-x-ray sources at Stanfcr,

University has been conducted by R.L.Byer. The work in the initial two years of this
program has concentrated first on the development of high peak and average power

Nd:glass zigzag slab laser sources suitable as laser-produced-plasma drivers, and also on

the characterization and application of laser-produced-plasmas generated with a

commercial, medium power, Nd:YAG laser. This work has shown much progress and we
have completed a laser-produced-plasma soft-x-ray microscope with submicron resolution

and are now close to the completion and characterization of a 100W, 10J Nd:glass slab
laser suitable for commercial lithography. Our moving Nd:glass slab laser program has

demonstrated the ability to scale slab lasers to multi-kilowatt average power levels and is
now being extended by industrial researchers. The laser produced plasma has proved to be

a versatile, compact and reliable source of soft x-rays for science and industry.

II Laser Plasma Research Facilities and Personnel

The research described in this report was conducted by R.L.Byer, Professor of

Applied Physics at Ginzton Laboratory in Stanford.
Facilities purchased or developed within R.L.Byer's laboratories for the laser-

produced-plasma studies include two commercial Quanta-ray Nd:YAG lasers, one of which
has a single-axial-mode seeder installed for improved stability and high-peak-power

operation. One of these lasers is linked to the soft-x-ray microscope vacuum system and a
laser-produced-plasma target chamber designed by J.A.Trail. Two Nd:glass slab lasers, a

100 W fixed slab designed by M.K.Reed and a 50 W moving slab system designed by

S.Basu, have been completed and used to generate soft-x-rays in this target chamber with
increased average power. We used a high resolution grating vaccuum spectrometer for
studying UV, XUV and softer x-rays and have constructed a calibrated x-ray diode and

thin-film filter system for investigating radiation with photon energies of a keV and higher.

• • ,, u Ii I i II II II



Collaboration with other laboratories has allowed us to ensure we are abreast of all

developments relating to our research. The Lawrence Livermore National Laboratories
have recently started a large program to develop high average power Nd:glass lasers similar

to those in our lab. We have several ties to their program and have exchanged a number of

visits and discussed further cooperation. The soft-x-ray microscope was coated at the

Center for X-Ray Optics at the University of California's Lawrence Berkeley Laboratory.

This work included the collaborative characterization of the coating deposition for curved

optics in their system.

III. Laser Plasma Research Results

A. Nd:Glass Slab Laser Development

High average power operation of solid state lasers in the conventional rod geometry

is limited by thermal distortions in the laser medium. These thermal lensing and

depolarization effects can be avoided by using the zigzag slab geometry. Thin slabs can be

efficiently cooled through large transverse faces and to first order any residual thermally

induced beam distortions and depolarizations are cancelled by a zigzag laser beam path

through the slab. Slab based solid state laser systems can be scaled to high repetition rates

without sacrificing beam quality.

The goal of our fixed slab laser design was a high peak and average power

Nd:glass laser with a polarized, low divergence output which can be focussed to produce

high temperature plasmas and efficiently generate soft x-rays. Nd:glass is a laser material

that has been developed extensively for laser-induced nuclear fusion projects. It is

available in large sizes and is capable of generating extremely intense laser radiation. Our

target laser parameters of 100 W average power with a peak intensity of 1013 W/cm 2

translate into 10 J in 10 ns in a 100 gim2 at 10 Hz.

We have built a Nd:glass laser with a slab of dimensions (6 x 64 x 330) mm 3 rated

to operate in a Q-switched mode at 10 joules per pulse and 10 pulses per second 9. The

total internal reflection faces of the Nd:glass slab are protected by sapphire windows and

the distributions of the optical pumping and the water cooling are controlled to reduce the

thermo-optic distortions of the laser beam. Present operation is with a electrical input

energy of 2 kJ at 5 Hz. Under an electrical power loading of 10 kW we measure a total

optical distortion in transmission through the slab of less than one optical wave across the



entire laser aperture. The laser efficiency is 0.5 % of the electrical input power, or 10 J

output, when operated as a full aperture planar oscillator. Q-switching with a large apreture

KD*P crystal produces a laser pulse-length of about 40 ns and focussing this output with a

20 cm focal length lens in the vacuum chamber produces a spot size of (140 x 70) tm2.

Plasma production with this laser has been studied with a calibrated x-ray diode. Research

continues to improve the laser beam quality and reduce the pulse length.

We have implemented the first experimental version of the moving slab Nd:glass

laser. In this design a large Nd:glass slab is repetitively moved across a small pumping

arca to spread the thermal load while localising the gain. This offers the potential for

scaling to multikilowatt average power operation. In the moving slab laser a laser slab of

dimensions (167 x 150 x 4.4 ) mm3 is moved back and forth between two flashlamps and

large cooling plates. The laser operated with Q-switched 4.4 J output at a power supply

limited 10 Hz repetition rate. Hoya Optics of Japan has continued this research and has

recently demonstrated 400 W output from a very similar moving slab laser.

Recent progress in diode lasers and laser arrays has allowed their use as effective

pumps for small solid state lasers. Diode pumping can result in exceptionally stable laser

output. We developed cw diode-pumped monolithic Nd:YAG ring lasers for the injection

seeding of our higher power lasers. These are small crystals that are polished and coated to

create an internal laser cavity of a ring geometry. Careful design allows high power single-

axial-mode output. Single-axial-mode seeding of the larger Q-switched lasers smooths the

Q-switched temporal pulse, removing random high intensity spikes and stabilising the

output. We have also developed a diode-pumped modelocked Nd:glass laser with 10ps

output pulses. This has been used to injection modelock the Q-switched moving slab laser.

The technique of injection seeding allows the desirable short pulse length characteristics of

the diode pumped systems to be transfered to the high power slab lasers for effective

plasma generation. The temporal characteristics of plasma production with the injection

modelocked laser has been studied with a microchannel plate detector and shown to mimic

the modelocked laser pulse structure. The moving slab laser research is the subject of the

PhD thcsis of S.Basu.

Research continues to complete our investigation of laser plasma soft x-ray

lithography with the Nd:glass slab laser source. Pulses shorter than the free-running Q-

switch length of 50 ns are essential for efficient laser to x-ray conversion. To shorten the

50 ns Q-switch pulse of the Nd:glass slab laser to 10 ns we will use pulsed injection



seeding. This technique has been demonstrated in our laboratory by S. Basu using a
diode-pumped modelocked Nd:glass source to seed a Nd:glass moving slab laser. We are
presently developing a diode-pumped modelocked Nd:glass laser suitable for injection

seeding the fixed Nd:glass slab laser. An output of ten Ins pulses for a total pulse length
of 10 ns can be expected to be close to optimum for both extraction from the Nd:glass slab
laser and for x-ray production. The demonstration of high resolution lithography with the

laser produced plasma source as a characterization of the commercial processing potential

of laser-produced-plasma soft x-ray lithography with a high-average-power laser will be
presented in the PhD thesis of M.K.Reed. We feel that demonstrating the advantages of

the zigzag slab geometry laser for high peak and average power operation will lead to its
wider use in scientific and industrial applications.

B. Scanning Soft- Xray Microscope Development

A compact soft-xray microscope suitable for the biological imaging of living cells

has been constructed and evaluated. The microscope uses a laser-produced plasma

generated by a commercial Nd:YAG rod laser on a copper target as the 14 nm wavelength

soft x-ray source. Normal incidence multilayer-coated mirrors in a Schwarzschild

configuration act as the focussing optics. The microscope has a spatial resolution of 0.5
microns and operates by raster scanning a sample through the focus and detecting

transmitted photons. A full description of the apparatus ant results obtained with it is

presented in the PhD thesis of J.A.Trail.

Measurements with the Nd:YAG laser have also been made of soft x-ray radiation

and debris emission for a range of target materials and laser fluences. The laser produced
plasma source was also used as a broadband x-ray source for measurement of normal

incidence multilayer mirror reflectance in the 10 -25 nm spectral region. Research

continues on characterizing and optimizing the Schwarzchild focus using tomographic

reconstruction.
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A Proposed 1 kW Average Power Moving Slab
Nd:Glass Laser

SANTANU BASU, THOMAS J. KANE, MEMBER, IEEE, AND ROBERT L. BYER. SENIOR MEMBER, IEEE

Abstract--The design considerations of a high average power LAMP &
Nd: glass slab laser in which the slab moves betwseen the pumping lamps RE FLECTOR

odistribute the thermal loading over the area or the glass %shile main- METAL PLATES
tating high gain in the pumped volume are presented. Continuous
wsave operation and high repetition rate pulsed operation are projected / "-- --

at the I k"' average powser level.

INTRODUCTION

T HE average power available from a conventional
Nd glass rod laser is severely limited by the low ther-

mal conductivity of the glass. Thermal stress and temper- ---
ature variations in the glass rod create optical distortions
that limit the average power output. Also the low thermal GAS "-AP'

conductivity of the glass causes thermal stress fracture MOVING

when the heat dissipated by an Nd glass rod exceeds 5

W/cm of rod length. A 4 m long rod would be required Fig I The moing slab laser can be pumped aboe the C,' thre,hold

to produce an output of I kW average power when oper- becaus cooling takes place over a large area "khile gain remains con-
centrated. Mehanical design is greatly sinpltihed b, cooling the slab

ated at the fracture limit. The thermal focusing of such a through a thin layer of conductise gas rather than using flowing 'ater

rod is much shorter than the rod length which makes it
impractical to construct such a laser.

The zigzag slab geometry laser [1] eliminates the opti-
cal distortions and allows the average power to be in- Possible moving-slab designs include a rotating disk, a
creased until limited by the thermal fracture of the glass. rectangular slab moving back and forth, and a rotating
Average power output of 25 W has been reported for a 15 cylinder 141. In our preliminary design, we have chosen
x 2.5 x 0.8 cm Nd:glass slab geometry laser 121. The a rectangular slab geometry as shown in Fig. 1. In this set-
low-gain cross section of Nd : glass requires strong pump- up, a rectangular Nd: glass slab, with Brewster angle
ing to reach threshold. The strong pumping requirement ends, moves back and forth between two metal cooling
coupled with the lox& thermal conductivity of glass leads plates. The glass slab is contained in a holder which is
to pulsed Nd: glass laser operation at 1-10 Hz repetition moved by means of a computer-controlled linear motor.

rates. Pumping is carried out from both sides by two CW kryp-

The average power of an Nd : glass slab laser can be in- ton arc lamps which are placed at the center of the cooling
creased by moving the glass medium to distribute the plates as shown in the figure. The lasing direction is per-
thermal load over a large area while maintaining high gain pendicular to the direction of slab motion. The theoretical
in the small volume pumped by the lamps [3]. In this pa- calculations presenttd in this paper are based on this ge-
per the feasibility of constructing a moving slab laser is ometry.
discussed. The temperature and stress distributions inside This paper is intended to show that the design of a mov-
the slab are calculated. The optical beam quality of the ing slab laser is feasible and a large increase in average
moving slab laser and the power output of a 3.3 percent power output from solid-state lasers is possible in this ge-
Nd doped zigzag glass slab laser are calculated. The de- ometry. The thermal load handling capacity is directly
sign approaches which have been undertaken at our lab- proportional to the area of the pumping region, whereas
oratory to construct a moving slab laser are also pre- the gain depends on the input power level, the thickness
sented. of the slab, and the efficiency of coupling the lamp radia-

tion into the slab. For pulse( operation, the average power
Manuscript received May 28. 1985, revised December 2. 1985 and May output is thus increased by an order of magnitude more

2. 1986 This work was supporled by the Otfice of Naval Research under than the corresponding static slab laser case. The in-
Contract N00014-83-K-0449 creased average power handling capacity allows CW op-

The authors are with the Gtnzton Laboratory. Stanfo-rd Untversity. Sta-,ford, CA 94305 eration since the gain can be increased limited only by the
IEEE Log Number 8609681. available glass size and the lamp input power.

0018-9197/86/1000-2052$01.00 © 1986 IEEE
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THEOKY the corresponding case of xenon lamp pumped system at
A. Thermal Considerations high current density, However, to be conservative in our

The glass medium must move at a rate rapid enough to performance projections, we take the value of X to be 2

efficiently distribute the thermal load over the entire vol- in our analysis.

ume. For a slab medium of thickness rt, the thermal time B. Laser Performance
constant 15) is given by Of key interest is the projected gain, loss, and optical

r = Cpt/l2k, (I) power output of the laser. When a value of the storage
conductiv- efficiency r is assumed, then the gain can be calculated as

where C t, is the ic of the as ther mal c m a function of the pump power P, the volume of the pumpedity, and t is the thickness of the glass. For a 0.44 cm mtra ,tept eghtruhtepme ein

thick plate of LHG-5 glass the value of T is 7.3 s. Thus, material V, the path length through the pumped region,

the motion cycle time required to provide uniform heat and . the saturation intensity of the laser medium 1,. For

dissipation is of the order of I s. a zigzag slab the path length through the slab is greater

The temperature and stress distribution of the thin than the slab length by a factor of t/cos (0). where 6 is

Nd: glass media envisioned are well approximated by a the angle between the laser beam and the surface o the

slab that is infinite in two dimensions. In the Appendix, slab. The single pass unsaturated gain is

a two dimensional temperature profile is calculated for the -y = Pr L/II,V cos (0). (6)
moving slab. The calculation confirms that the slab is ap- If it is assumed that the pumped volume V is as v ide as
proximated by a medium infinite in the transverse direc- it is thick. so that it is related to the length and thickness
tion. The surface stress on the slab, cooled on both sur- of the slab by V D, then (6) can be rewritten as
faces and uniformly heated, is given by Eggleston et al. o the s yt ()
151 as " = Pr/thi cos (0). (7)

a, == Q1/12M, (2) For moderately high-doped Nd:glass the gain is re-
duced by absorption due to the thermal population of thelower laser level. The gain reduction is a function of the

M, = (I - v)k,/cE (3) average temperature, the neodymium ion concentration
and the energy above the ground state of the lower laser

is a material figure of merit with v the Poisson's ratio, level. The difference between the average temperature of
the thermal expansion coefficient, and E Young's modu- the slab and the temperature at the slab surface is obtained
lus. by integrating the temperature distribution for the slab

The total thermal power dissipated in a slab is P, given by Eggleston et a/. 151 as
QAt, where the area A = Lw. Here, L is the length of the
slab along the gain direction and w is the slab width. T, = P,tI2kA. (8)
Equation (2) can be rewritten as This must be added to the temperature rise across the

a, = Pt,/12M,A. (4) coolant gap between the slab and the surrounding cooled
metal plates, as shown in Fig. 1. For conductive cooling

which illutrates the average power scaling for slab ge- through a thin gap of gas. the temperature rise across the
ometrv lasers in the stress-fracture limited regime If we gap is
chor.. ) operate at the stress fracture limit, o,, .. then
tb' , hermal power dissipated in the slab is given by A T = P,,,/2kA (9)

lad -where k), is the conductivity of the gas and ti, is the thick-

P,,,a = 12M,Aa,,/tv. (5) ness of the gap. The factor of two results from assuming
cooling on both sides of the slab. The resultant average

Tile a., .rage thermal power limit scales with the area of slab temperature is
the slab and inversely with the slab thickness. This result
holds as long as the heat dissipation is in the steady-state T + A T + T1. (10)
limit, that is, if the slab motion uniformly averages the The gain reduction due to thermal population in the lower
thermal load or if pulsed lamps are flashed at a rate that laser level is
exceeds the thermal response time of the medium, given
by (I). The thermal power P, which is dissipated in the L/cos 0
slab can be estimated from published values given in 161-
181. The parameter x 151, which is the ratio of the heat y gN e-rd (I )
load and the stored energy varies between 1.2 and 2.2 for
3.3 percent Nd-doped LHG-5 glass 1i-181. In CW kryp- where a is the cross section for stimulated emission, L is
ton arc lamp-pumped LHG-5 glass, which we consider in the slab length, N is the ground state neodymium ion con-
this paper, the match between the dtgsorption spectrum of centration, E2 is lower laser level energy, kT is the ther-
Nd:glass and the lamp emission spectrum is better than mal energy, and g, is the degeneracy of the upper laser
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level. For Nd: glass the upper state degeneracy is one. In TABLE I
the cases under study, for a 0.44 cm thick glass slab the M ,vNr. SLA .A'I IR PROltcrTFn PIRFIORMNC.-

average glass temperature was less than 40C. Numerical LaerPaamtes cm Lauer 60c¢mta

calculations showed that without introducing significant
error. (11) can be simplified by replacing T by the glass Active slab length, L(cm) 15 60
average temperature. The lower laser level population re- Actveslabwidth,w(cm) 24 30
duces the amount of energy which can be extracted from
the laser. Assuming that the slab is pumped uniformly, Sabthccss't3(cm) 044 0.44
the available power, P, 1 , is given by He gap, t (cm) 0.0125 0.0125

P,, = Pr(I - yIfY). (12) 0. deg 23.69 23.69

Optical losses in this type of laser are due to intrinsic Cavity length (cm) 75 120

scatter in the glass, and to surface scatter on the total in- Cooling plate temperature (C) 10 10

ternal reflection surfaces and other surfaces. The loss coef- Pumping Paamersficient may be expressed as
Total lamp po-ver, P (kW) 12 61.4

ee1 = aL/cos (0) + a, (13) Storage efficiency, r 04 .04

where a is the intrinsic loss per centimeter in the glass Thermalload, P, (kW) 0.9 4.91

and a, is the loss due to scatter at surfaces. Alowable tern i load, Pk. (kW) 1.52 7.62
The efficiency with which the available power is con- Slab average temperature (C) 36.1 36.7

verted to useful laser output is the extraction efficiency,
qc,t . For small values of gain and loss, the extraction ef- ew Lamp Pumping
ficiency at optimal output coupling is given by [9]

Single pass unsaturated gain. y .189 .969

-% ' = (I - (Ic /(7 - ))) 2
. (14) Gain reducton due to

lower stte ppula-Uon. y, .023$ .103

The laser output power, W is given by

W ( Single pa lo , ot .05 .2

Extraction efficiency, tt,, ,201 .211

For large gain system, the output power is obtained by

using the Rigrod analysis 1101. The output power in the Overallefftciency .007 .0075
large gain case for a homogeneously broadened laser is cwpower outptw(w) 83.5 462
given by Pulsed Lamp Pumping

W = t - R) Rep rate, Hz 100 100

- R + al(I + v/(R - ai)/(1 - ac) Pulse length, ma I I
Lamp pump energy per pulse, J 120 614•('- y. + In /(R - a1)(l - a1)) (16) ptsreroeJ
Output energ per pulse, J 3.46 16.5

where '? is the reflectivity of the output mirror, which is Overallefficiency .Ong .0269
optimized for maximum W. This relaton is also valid in Average poweroutput, W 346 1650
Nd: glass, which has a very fast cross relaxation rate
within the inhomogeneous line (6]. This concludes the
presentation of the equations describing the projected per- glass is 36. 1 "C at this input power. The gain reduction
formance of the Nd : glass moving slab laser. due to ground state absorption which is a function of tem-

perature is 2.5 percent. The CW power output is 83.5 W,
MOvING SLAB LASER PERFORMANCE as shown in Table I. Parasitic oscillation is not expected

The projected performance of the moving slab laser is to be a major problem in the CW moving slab laser, since
shown in Table 1. The efficiency with which the lamp en- the inversion is confined within a small geometry and the
ergy is converted into energy stored in the upper laser gain is low.
level is known as the storage efficiency. The storage ef- For pulsed xenon flashlamp operation where the lamps
ficiency depends on the match between the pump spec- operate for I ms duration at 10 percent duty cycle, the
trum and the absorption of the neodymium ions, as well single-pass unsaturated gain increases to 1.89 for a stor-
as on the concentration of the ions and the thickness of age efficiency of 4 percent. The increased gain leads to
the laser medium. Assuming a storage efficiency of 4 per- improved extraction efficiency of 73 percent, which is
cent [I 1]-[131, the single pass gain is 18.9 percent in a calculated applying Rigrod analysis [10). The average
15 cm laser at 12 kW of total input power to two 15 cm output power is 346 W at 12 kW of average input power.
long krypton arc lamps. The average temperature of the The moving slab laser scales favorably to larger dimen-
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sions. For example, Table I shows that a 60 cm Nd : glass For a resonator with a flat high reflectance mirror and a
laser pumped at 61.4 kW of average input power by xenon curved output mirror, the beam direction outside the res-
flashlamps generates 1.65 kW at 4 percent storage efli- onator is determined by the orientation of the flat back
ciency. mirror, while the beam position is determined by the

curved output mirror. This resonator stability means that
DLSIGN CONSI ).RAIIONS small slab motions are compensated, leading to a stable

The problems of laser glass cooling and resonator focal spot.
alignment stability take on new aspects due to the motion Three slab geometries have been considered. The sim-
of the slab. Themial-optical distortion \ould be very se- plest is a rectangular slab of glass which moves back and
vere at the high average powers proposed if beam propa- forth. The only disadvantage is that the motion for such
gation were straight through the slab. The zigzag ray path a slab results in a discontinuity at the turning points. An-
geometry solves the thermal-optical distortion problem. other geometry is the rotaling disk. The disk moves con-
%,,hile conductive gas cooling and proper resonator design tinuously. but must have a larger area than the slab be-
reduce the difficulty of designing a moving slab system. cause the slow-moving center cannot be eflectively cooled

The large transverse dimension of the pieces of laser and thus cannot be pumped. A third possibility, which
glass that are envisioned very nearly meet the assump- combines the advantages of continuous motion and uni-
tions of the ideal infinite slab. In the infinite slab. thermal form heating, is a cylinder of glass rotating around its
focusing and birefringence are eliminated, making pos- axis. If fabrication were possible. this would be the best
sible polarized, near diffraction-lIimited output. However. design from thermal considerations.
motion of the beam due to motion of the glass ma) be a
problem. The heating of the glass as it passes through the CONCILSION

pumped volume will create an optical index gradient that We have presented design calculations for a moving
acts like a weak prism. For a glass with small change in slab laser that confirm the potential advantages of this ap-
optical path length with temperature, such as LHG-5. the proach for high average and peak power operation of solid
angle of beam deflection has been calculated in the ap- state lasers. The advantages of the approach include the
pendix to be 0.95 marad. The beam deflection can be fur- use of high optical quality laser glass instead of crystals,
ther minimiied by using an athermal glass like LGH-8, as the gain medium and potential scaling to high average
or by having two slabs moving in opposite directions. At power levels.
8 cm's speed and at 580 cm/s 2 acceleration, which we We believe that the mechanical problems of the moving
have chosen for our design, the residence time under the glass slab laser are not particularly difficult to solve and
lamp is 50 ms at the slab center and it is 56.9 Ins at the that the moving slab concept can be scaled to very high
turning points. The difference in heat load at the slab cen- average powers. The moving slab laser is capable of gen-
ter and at the turning points can further be minimized by crating greater than I kW average power in a small laser
modulating the input power of the lamps. The maximum volume. The high average power has applications in var-
stress because of acceleration is 2.626 x 10' pascal which ious industrial laser processing operations. The 60 cm
is much less than the fracture stress of glass of 2 x 10 moving slab laser can also be mode-locked and Q-
pascal. switched to produce sufficiently high peak power to gen-

Gas conductive cooling substantially simplifies the con- crate laser driven plasmas frotn suitable target materials.
struction of the moving glass laser while reducing the For efficient X-ray generation, the laser must be able to
chances of thermal fracture operation 1141. The lamps are deliver'1010"-IO W/cm "2 on a target in 100 ps to I ns
assumed to be water cooled, while the glass itself is cooled pulses. We expect that the moving slab laser, which can
conductively through a thin layer of static gas that couple, deliver high intensity pulses at high repetition rate, will
the slab to a sheet of water-cooled nictal. The system for be a convenient source for soft X-ray generation for
cooling a laser in a slab configuration is shown schemat- X-ray lithography, and X-ray microscopy applications
ically in Fig. I. The primary advantage of gas conductive 1151, 1161.
cooling is the greater simplicity in designing the seals and
the mechanical system. Small leaks are not a problem, APPE I; x
and there is no need to separate the coolant from the beam 'F-MPI-RATURE DISTRIBUT1ON IN A MOVING SLAB
path. The bearings that allow the slab motion are simpler In this Appendix the temperature profile in the moving
if gas is the coolant. Also attractive is the fact that gas slab is calculated. The end eftects (in the axial direction)
conductive cooling reduces the chance of glass fracture are not included in the analysis. Fig. 2(a) shows a cross
due to thermal shock. A sudden changc in coolant tem- section of the slab which is pumped by two lamps.
perature will not lead to a sudden change in glass teni- The heat balance equations are given by
perature. as the gas only loosely couples the slab to the
cooled metal. aT/at (ypC)(a-T/ax2 + a-TIay2)

It is possible to design the optical resonator so that the - Va -+ Q/p, 0 s y, < ti2  (Al)
position and direction of the output beam depend only on
the mirror orientation and not on small motions of the slab. Q, = 0 for x < 0 and for x > d (A2)



2056 IEEE JOURNAL OF QUANTUM ELECTRONICS. VOL. QE-22, NO. 10, OCTOBER 1986

ME-A LASER in the y direction is parabolic. The maximum temperature
CCLLdG GL ASS

LAIP SLAB HELiUM difference in the glass slab is 24.8°C for the case of 60
cm laser with 4 percent storage efficiency. For zigzag

A :beam propagation, this quadratic temperature variation is
_' experienced by each ray and hence thermal focusing is

_____ -avoided. The temperature profile in the direction of slab
motion at the glass surface has been plotted in Fig. 2(b)

- for two consecutive cycles. The average temperature gra-
(a) dient is 2.41°C/cm. The beam steering due to the trans-

verse temperature gradient has been estimated for a 1.22
--------- - -- m long resonator formed by a 3 m radius mirror and a flat

18.4 
mirror. The deviation of a ray which is intially along the
resonator axis has been calculated after one round trip.

8 2 The maximum deviation has been found to be 0.569 mm
on either side of the resonator axis depending on the di-

,8 a rection of slab motion. This corresponds to a net angular
78 deviation of 0.95 mrad. For comparison, the angular sen-
7 ---------- sitivity to mirror misalignment of this resonator for an ap-

7 61 erture of 0.44 cm which is the glass thickness [6, p. 191]
.j0 .o 0.5 1.0 is 1.47 mrad. For an athermal glass like LHG-8, the net

angular deviation is 0.13 mrad. However, in either case
(h) symmetric motion of two counter moving glass slabs

Fig. 2. (a) The cross section ofthe moving slab laser. (b) Temperature on eliminates all beam steering to first order.

the glass surface as a function of t. The solid line represents the case
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40-W average power, 30-Hz moving-slab Nd:glass laser
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A moving-slab-geometry Nd:glass laser has been designed and demonstrated. An average power output of 43.8 W
has been achieved at 2.76-kW input power and at 2.06% slope efficiency. The moving-slab laser has the potential
for scaling to kilowatt average power levels.

The slab-geometry solid-state laser was first proposed that is dissipated as heat, Pt, is 1 to 2.2 times the
by Martin and Chernoch in 1972.1 In the high-aver- energy stored in the upper laser level" 78 and is less
age-power operation, the zigzag slab configuration than 8% of the total lamp power input. For 10-kW
overcomes two problems of rod lasers, namely, the lamp power pumping a 0.44-cm-thick LHG-5 glass
elimination of stress-induced birefringence by geome- slab, the minimum area required for heat removal is
try and the elimination of thermal- and stress-induced 164 cm2, assuming that 8% of the lamp input power is
focusing by a zigzag optical path.2-4  dissipated as heat in the Nd:glass medium. If 15-cm-

We report the operation of a moving-slab-geometry long lamps were used, the glass would remain under
laser.5 In the moving-slab laser, the average thermal the stress-fracture limit if the heat were dissipated
power is dissipated over the area of the slab, while the over a width of 10.9 cm. In our experiment we used a
gain is concentrated in a small region. The result is a Brewster-angle-cut, zigzag-path rectilinear slab of
gain enhancement and ease of extracting the laser 3.3% doped LHG-5 glass of dimensions 16.7 cm X 15
energy while maintaining average power scaling as the cm X 0.44 cm. The current slab has been tested with
area of the slab. Under proper conditions, cw opera- cw lamp pumping to 7.3 kW of average power without
tion is projected for the Nd:glass moving-slab-laser fracture.
source.6  A schematic of the moving-slab laser is shown in Fig.

The average laser output power Pave of a slab laser 1. The glass was held in a frame and moved between
moving rapidly enough to average the thermal load two water-cooled metal plates. The gap between the
over the area of the slab is given by3  glass and the metal plates was filled with static helium

gas at atmospheric pressure, which acted as the heat-
P.ve f 12eJRsA/tgX, (1) conducting medium.9 This cooling method simplified

the design of the laser at some reduction in overall
where A is the pumped area of the slab, tg is the glass efficiency owing to Fresnel reflections. Two 15-cm-
thickness, x is the ratio of the pump energy that is long 4-mm-diameter krypton lamps pumped the
dissipated as heat in the laser medium to the energy
that is stored in the upper laser level, and f is the ratio LAMP
of the maximum stress to the fracture stress of the MODULE COOLING
Nd:glass slab. The maximum possible average power IN \ ,
output is then obtained by operating the laser at maxi-
mum storage efficiency %/. and at a maximum repeti- ALUMINUM COMPUTER\\ ,.. \\ \ \\COOLING

tion rate not exceeding the thermal stress-fracture PLATES

limit of the laser medium. Here R, is a material ther-
mal shock parameter, which is given by3

R, -cr 1 (1 - V)kg/aE, (2) WTRI-- n

where a is the thermal expansion coefficient, E is NLAS
Young's modulus, P is the Poisson ratio, kg is the ther-
mal conductivity, and Gm*1 is the stress-fracture limit
of the glass medium. R, for LHG-5 Nd:glass is 17.9 HELIUM
W/m, compared with a value of 790 for Nd:YAG. DISTRIBUTOR

The residence time of any part of the slab under the
lamps must be less than the thermal time constant. LAMP
The thermal time constant r is given by

7 - CPt,2/12ks, (3)
Fig. 1. Diagram of the moving-slab laser showing an ex-

where C is the specific heat. For a 0.44-cm-thick ploded view schematic of the linear-motor-driven slab mod-
LHG-5 Nd:glau slab, r is 7.3 sec. The lamp power ule and cooling approach.

0146-9592/86/100617-03$2.00/0 © 1986, Optical Society of America
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Nd:glass slab from both sides. The detachable lamp i(EPETITlON RATE (HZ

modules were water cooled and were separated from I
the glass slab by 2-mm-thick Pyrex windows. Both MOVo SLA1 LASER

silver and gold elliptical lamp reflectors were tested. NO.3 Nd:OLASS

The length of the slab under the lamp was 13.8 cm, and ,.

the ends were shaded to minimize the end effects.
The glass was housed in a carriage, which moved on 30.

cross roller ways by means of a computer-controlled t

linear motor. The glass speed could be varied be- 20-

tween 0 and 50 cm/sec at a programmed velocity pro-
file. For most of the measurements, the Nd:glass slab
was moved at a speed of 0.5 cm/sec over a distance of 5 /
cm and at an acceleration of 147 cm/sec2 at the turning
points. The residence time of the slab under the
lamps was 80 msec at the slab center and 80.2 msec at 1 2

the slab ends. INPIUT POWER TO lAMPS IkW,

Figure 2 shows the measured laser output energy Fig. 3. Laser output versus lamp power input. The lamps
versus input energy for both the gold and the silver were pumped at 276 J/pulse, yielding a multimode laser
reflectors. The laser resonator consisted of a 3-m- output of 4.38 J/pulse. Average output power was 43.8 W,
radius high-reflector mirror and a 40% reflectance flat which was limited by the available power supply. The laser
output coupler. When the silver reflectors were used can operate at up to 10 kW of input power.
4.89 J of output energy was obtained at 309 J of lamp
energy at 347 ssec FWHM. The slope efficiency was
2.06%, and the wall plug efficiency was 1.58%. The
slope efficiency was 1.97% for the gold reflectors. lamp pulse length - pule was greater than the upper-

From the threshold versus output mirror reflec- state lifetime for LHG-5 glass, which is 290 Msec. 7

tance data, the round-trip loss in the Nd:glass slab was The laser oscillated in multitransverse modes, with
calculated to be 18.5%. The round-trip exponential the laser beam at the output mirror being 4 mm X 7
gain coefficient was calculated to be 2- = 0.0138Ji, for mm in size at the highest power level. Gas-conductive
the silver reflectors and 2 -y = 0.0126Jin for the gold cooling substantially simplifies the design and the op-
reflectors, where Ji1, is the electrical input energy into eration of the moving-slab laser and also provides long
the lamps in joules. lifetime for the glass slab. The lamp geometry was a

From the slope efficiency and the threshold data, an double elliptical cavity with two lamps focusing on the
average storage efficiency of 2.63% was calculated for slab. Improved lamp coupling could be achieved with
the silver reflectors and 2.52% for the gold reflectors fluid in place of helium gas but at a cost in design
with a 40% output coupler. In our experiment, the complexity for fluid containment.

Figure 3 shows the laser output power as a function
of the electrical power into the lamps. We obtained

MOV SLAB LASER" 43.8 W of average laser power at 2.76 kW of input
Gpower to the lamps at an overall efficiency of 1.58%.

UIO-S Nd GLASS The glass was moved 10 cm in each direction. The

/ heat dissipation was estimated to be 221 W, which was
32.8% of the allowable heat load calculated by using

3. Eq. (1). At a 30-Hz repetition rate at 92 J/pulse into
the lamps, the laser output was 13.5 W.

Moving the gain medium is unusual for solid-state
lasers, and we were aware of a number of concerns
about beam steering, operational problems at the turn
around points, and spatial-mode quality. To study
these effects, a series of measurements was carried out
in the TEM0o mode operation using an aperture for
spatial mode control. In the TEMOO operation with

0 ,0 40 gold reflectors, 213 mJ of energy was obtained at
MW LAMP ENERGY U) 258.4-J input energy with an output mirror reflectance

of 60%. The calculated divergence for this geometry
Fig. 2. Laser output energy versus pump energy. 13.8 cm was 0.98 mrad. A series of 40 TEM0o output pulses
of a 16.7 cm X 15 cm X 0.44 cm 3.3% doped LHG-5 Nd:glass was superimposed upon a stationary black photo-
slab was pumped by two 15-cm krypton lamps at 2 Hz. The graphic paper. The measurement clearly showed the
lamps and the glass slab were separated by 1.72 cm. Both absence of beam steering due to the slab motion. The
silver and gold reflectors were tested in the lamp reflector
assembly. The resonator consisted of a 3-m high reflector superimposed spot size at 2.26 m from the output
and a flat output coupler separated by 89.5 cm. A, Silver mirror was 3.5 mm in diameter, compared with the
reflector with 25% T output mirror; +, silver reflector with individual spots, which were 3 mm in diameter. This
40% T output mirror; 3, gold reflector with a 40% transmis- amounts to less than 0.24 mrad of steering for the
sion output mirror. TEM00 mode. In 62 sec of operation, which included
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3.1 round trips and 125 laser pulses, the variation in pulse into four lamps, the laser energy output has been
the output was less than 5.2%. This is comparable calculated by using Rigrod analysis' ° to be 17.7 J/
with power fluctuations in fixed slab and rod geometry pulse. At 60 Hz of operation, the average laser output
solid-state lasers. Laser operation was not affected at power is projected to be 1.06 kW. The thermal load-
the turn-around points. In the multimode laser oper- ing into the glass slabs would be 5.28 kW. The allowa-
ation, the maximum divergence of the output beam as ble thermal loading for 28 cm of glass slab travel is 6.02
estimated from the burr, pattern on a photographic kW, assuming that 8% of the pump energy is dissipat-
paper was 2.16 mrad. We calculated the beam bright- ed as heat in the moving slab.
ness, to be 14.1 GW/cm2 sr in the TEM10 mode and In a moving-slab laser, the power-handling capacity
2.25 GW/cm 2 sr in the multimode case. of the glass laser is increased substantially, and hence

The laser threshold was measured as a function of cw operation is possible.6 The moving-slab laser is
the cooling-plate temperature. The threshold energy also capable of producing short Q-switched and mode-
was reduced from 37 to 35.2 J by reducing the tem- locked pulses to produce high peak power. The high
perature of the metal cooling plates from 36.5 to 8.5°C. peak power has application in generating soft x rays
The gain reduction due to the ground-state absorp- from a laser plasma when the output is focused upon a
tion, Yr is given by suitable target." ,' 2 The moving-slab laser, which is

capable of generating high-peak-power pulses at high
-y = a(L/cos O)N exp(-E 2/kT), (4) repetition rates, is an ideal source for x-ray lithogra-

phy and microscopy and for pumping short-wave-
where y is the cross section, L is the length of the glass length lasers.
slab, N is the number density of the Nd ions in glass, In conclusion, a moving-slab-geometry Nd:glass la-
E2 is the energy of the lower state in Nd:glass, and T is ser has been demonstrated that utilizes a simple de-
the average temperature of the glass. The threshold sign. The Nd:glass slab was moved between the flash
energy has been found to be linear with the inverse of lamps and two metal cooling plates by a linear motor.
the gain reduction, (y - -r)/y, where y is the single- The glass was static gas condtiction cooled by helium
pass unsaturated gain. From the cooling-plate tern- gas. At the limit of the available power supply, 43.8 W
perature, (y - 7r)/y was calculated to be 0.96 at 8.50C of laser output power was obtained at 1.58% overall
and 0.89 at 36.5*C. The gain reduction due to the efficiency. Beam steering due to the slab motion was
lower-state absorption is not a significant problem if negligible, and laser oscillation was not interrupted at
the glass average temperature is kept below 400C. the turning points. The current design has the capa-

The laser was Q switched by using a standard KD*P bility of producing 157-W laser output at 10 kW of
Pockels cell. For a 112-cm-long cavity with a 3-m high lamp power.
reflector and a flat 55% output coupler, 458 mJ of The authors acknowledge the technical assistance of
output energy in 50-nsec pulses was obtained in multi- E. Szarmes. This research was supported by the U.S.
mode operation at 258-J/pulse input energy at a 2-Hz Office of Naval Research under contract N00014-83-
repetition rate. Second-harmonic generation was car- K-0449.
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from the output mirror without any focusing. 65 mJ
of the second harmonic was obtained at 16 MW of
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Abstract

A moving slab geometry Nd:Glass laser is capable of operating at much beyond the thermal
strczs fracture limit for a conventional fixed slab laser. Average power output of 43.8 W
input power and at 2.06% slope efficiency in the first prototype. The movina slab laser has
the potential for scaling to kilowatt average power levels.

The slab geometry solid state laser was first pronosed by Martin and Chernoch in 19721.
The zig-zag slab configuration overcomes two problems of rod lasers, namely the elimination
of stress induced birefringence by geometry aid the elimination of thermal and stress
induced focusing by a zig-zag optical path.

2-

In this paper we report the operation of a moving slab geometry laser. In the movina
slab laser, the average thermal power is dissipated over the area of the slab while the
gain is concentrated in a small region. The result is a gain enhancement and ease of
extracting the laser energy while maintaining average power scalinq as the area of the slab.

The average laser output power Pave of a slab laser moving rapidly enough to average
the thermal load over the area of the slab, and operating at the thermal stress fracture
limit is given by

3

P ave = 12 n ex b Rs A / tg X (1)

where A is the pumped area of the slab, t is the glass thickness, X is the ratio of
the pump energy which is dissipated as heatiR the laser medium to the energy which is stored
in the upper laser level and b is the ratio of the maximum stress to the fracture stress
of the Nd:Glass slab. The maximum possible average power output it then obtained by
operating the laser at maximum extraction efficiency, nex and at the maximum repetition
rate not exceeding the thermal stress fracture limit of the laser medium. Here Rs is a
material thermal shock parameter which is given by3

Rs = 0 max (1 -v)kg / aE (2)

where a is the thermal expansion coefficient, E is the Young's modulus, v is the
Poisson ratio, kg is the thermal conductivity and a is the stress fracture limit of
the glass medium. Rs  for LHG-5 Nd:Glass is 75 W/mpags compated to a value of 790 for
Nd:YAG.

To dissipate the heat load over the area of the movina slab, the residence time of any
part of the slab under the lamps must be less than the thermal time constant. The thermal
time constant r is given by

T CptI 2 /12kg (3)

where Cp is the specific heat. For an 0.44 cm thick LHG-5 Nd:Glass slab, r is 7.3 s.
The lamp power which is dissipated as heat, Pt is 1 to 2.2 times the energy stored in
the upper laser level 4 and is less than 8% of the total lamp power input. For 10 kW lamp
power pumping a ?.44 cm thick LHG-5 glass slab, the minimum area required for heat
removal is 156 cm assuming 8% of the lamp input power is dissipated as heat in the Nd:Glass
medium and operating at 25% of the maximum allowable stress value. If 15 cm long lamps were
used, the glass would remain under the allowed stress limit if the heat is dissioated over
a width of 10.4 cm. In our experiment we used a Brewster angle cut, ziq-zaq path
rectilinear slab of 3.3% doped LHG-5 glass of dimension 16.7 cm x 15 cm x 0.44 cm.
The current slab has been tested with cw lamp pumping to 7.3 kW of average power without
fracture.

A schematic of the moving slab laser is shown in Fig. 1. The glass was held in a frame
and was moved between two water cooled metal plates. The gap between the glass and the
metal plates was filled with static helium gas at atmospheric pressure which acted as the
heat conducting medium. This cooling method simplified the design of the laser at some

-, , ,
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reduction in overall efficiency due to Fresnel reflections. Two 15 cm long 4 mm diameter
K rypton lamps pumped the Nd:Glass slab from both sides. The detachable lamp modules were
water cooled and were separated from the glass slab by 2 mm thick pyrex windows. Both
silver and the gold elliptical lamp reflectors were tested. The length of the slab under
the lamp was 13.8 cm and the ends were shaded to minimize the end effects. The glass was
housed in a carriage which moved on cross roller ways by means of a computer controlled
linear motor. The glass speed could be varied between 0 and 50 cm/s at a proarammed
velocity profile. For the present experiments, we used a trapezoidal velocity profile with
a constant velocity during most of the travel and a constant acceleration at the ends. For
most of the measurements, the Nd:Glass slab was moved at a speed of 0.5 cm/s over a distance
of 5 cm and at an acceleration of 147 cm/s

2 
at the turning points. The residence time of

the slab under the lamps was 80 ms at the slab center and 80.2 ms at the slab ends.

The laser resonator consisted of a 3 ms radius high reflector mirror and a 40% reflectance
flat output coupler. Using the silver reflectors, 4.89J of output energy was obtained at
309J of lamp energy at 347 -s FWHM. The slope efficiency was 2.06% and the wall plug
efficiency was 1.58%. The slope efficiency was 1.97% for the gold reflectors.

From the threshold vs output mirror reflectance data, the round trip loss in the Nd:Glass
slab was calculated to be 18.5%. The round trip exponential gain coefficient was calculated
to be 2Y = .0138Jin for the silver reflectors and 2y = .

0 1 2 6
Jin for the gold reflectors

where Jin is the electrical input energy into the lamos in Joules.

From the slope efficiency and the threshold data, an average storage efficiency of
2.63% was calculated for the silver reflectors and 2.52% for the gold reflectors with a
40% output coupler. In our experiment, the lamp oulse length Tpulse was greater than the
upper state lifetime for LHG-5 glass, which is 290 is. Approximately 70% of the lamp
energy was delivered in less than 290 us. The laser oscillated in multi-transverse modes
with the laser beam at the output mirror being 4 mm x 17 mm in size as measured by the burn
profile on a black photographic paper.

Gas conductive cooling substantially simplifies the design and the operation of the moving
slab laser and also provides long lifetime for the glass slab. The lamD geometry was a
double elliptical cavity with two lamps focusing on the slab. The distance between the
lamp center and the slab center was 1.72 cm. With proper design it is possible to reduce
this distance to 1.3 cm which should improve the laser efficiency. Improved lamp couolina
could be achieved with fluid in place of helium gas but at a cost in design complexity for
fluid containment.

Figure 2 shows the laser output power as a function of the electrical oower into the
lamps. We obtained 43.8W of average laser power at 2.76 kW of input power to the lamps at
an overall efficiency of 1.58%. The glass was moved 10 cm in each direction. The heat
dissipation was estimated to be 221 W, which was 7.8% of the allowable heat load. At 30 Hz
rep. rate at 92 J/pulse into the lamps, the laser output was 13.5 W. The gain reduction due
to the lower state absorption is not a significant problem since the estimated glass average
temperature was kept below 40 C.

Moving the gain medium is unusual for solid state lasers and we were aware of a number of
concerns about beam steering, operational problems at the turn around points and snatial
mode quality. To study these effects, a series of measurements were carried out. First an
aperture was placed inside the cavity to operate the laser in a single axial mode. In the
single axial mode operation with gold reflectors, 213 mJ was obtained at 258.4 J inout
energy with an output mirror reflectance of 60%. The calculated divergence for this
geometry was 0.98 mrad. A series of 40 output pulses were superimposed on a stationary
black photographic paper. The superimposed spot size at 2.26 m from the output mirror was
3.5 mm in diameter as compared to the individual spots which were 3 mm in diameter. This
amounts to less than 0.24 mrad of steering. In 62 seconds of operation which included 3.1
round trips and 125 laser pulses, the variation in the output was less than 5.2%. This is
comparable to power fluctuations in fixed slab and rod geometry solid state lasers. Laser
operation was not affected at the turn around points. In the multimode laser operation, the
maximum divergence of the output beam as estimated from the burn pattern on a photoqraphic
paper was 2.16 mrad. We calculated the beam brightness to be 14.1 GW/cm 2 sr in the TEMoo
mode and 2.25 GW/cm 2 sr in the multimode case.

The laser was Q-switched using a standard KD*P pockels cell. For a 112 cm long cavity
with a 3 m HR and a flat 55% output coupler, 458 mJ of output energy in 50 ns pulses was
obtained in multimode operation at 258 J/pulse input energy at 2 Hz rep. rate. Second
harmonic generation was carried out using a KD *P crystal which was placed at 25 cm from the
output mirror without any focusing. 65 mJ of the second harmonic was obtained at 16 MW of
peak power in the fundamental at a conversion efficiency of 14.2%. It is to be noted that
the second harmonic generation was used to determine the moving slab laser beam quality
and it was not optimized for maximum conversion.
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The most promising aspect of the moving slab laser is its capability for very high

average power operation in a polarized output beam of very high brightness. Assuming 14 cm
of glass travel which is possible in the current design, the laser can operate at uo to
10 kW of input lamp power at 20% of maximum fracture stress level. At 276 J of lamp eneray
per pulse at 36 Hz, the projected power output from the current laser is 157 W.

A 450W average power Nd:Glass moving slab laser is being constructed based on the
experimental results presented in this paper. The laser will consists of one LHG-5
Nd:Glass slab of dimension 30 cm x 32 cm x 0.65 cm pumped by two 25 cm lamps of 8 mm
diameter. It is possible to increase the storage efficiency by at least 25% by bringing
the lamps closer to the slab and optimizing the design. The single pass fractional loss is
estimated to be 18%. At 50% output mirror reflectance, the threshold energy is calculated
to be 70 J. At a slope efficiency of 2.1% and at 400 J/pulse into two lamps, the laser
energy output has been calculated to be 7 J/pulse. At 64 Hz of operation, the average
laser output power is projected to be 448 W. The thermal loading into the glass slabs
would be 1.54 kW. The allowable thermal loading for 30 cm of glass slab travel is
2.62 kW assuming operation at 25% of the stress fracture limit.

In a moving slab laser, the power handling capacity of the glass laser is increased
substantially and hence cw operation is possible. 5 The moving slab laser is also capable
of producing very short Q-switched and mode locked pulses to produce high peak Dower.
The high peak power has application in generating soft X-rays from a laser olasma when the
output is focused on a suitable target. The moving slab laser which is capable of
high peak power pulses at high repetition rates is an ideal source for X-ray lithography
and microscopy and for pumping short wavelength lasers.

In conclusion, a moving slab geometry Nd:Glass laser has been demonstrated that utilizes
a simple design. The Nd:Glass slab was moved between the flashlamps and two metal cooling
plates by a linear motor. The glass was static gas conduction cooled by helium gas. At
the limit of the available power supply, 43.8W of laser output power was obtained at 1.58%
overall efficiency. Beam steering due to the slab motion was negligible and laser
oscillation was not interrupted at the turning points. The beam dimensions were 4 mm x
17 mm at the maximum output energy. 213 mJ of TEMon output was obtained. The current
design has the capability of producing 157 W laser output at 10 kW of lamp power.

This research was supported by the Office of Naval Research, under contract N00014-83-K-0449.
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We have demonstrated a diode-laser-pumped, cw, mode-locked Nd:glass laser oscillator. With a 0.5% output
coupler the pump threshold for mode-locked operation was 22.9 mW. The mode-locked pulse width was shorter
than 36.5 psec, which was the response time of the fast photodiode and the sampling oscilloscope. Diode-laser-
pumped mode-locked operation was also extended to Nd:YAG.

Mode-locked Nd:glass lasers traditionally have been lar to that widely used in cw dye laser sources.7 The
built as water-cooled, flash-lamp-pumped, pulsed advantages of this resonator include a cavity length
sources. The recent availability of high-power cw long enough to accommodate commercially available
GaAlAs diode lasers emitting at 800 nm permits the acousto-optic mode lockers with frequencies in the
construction of diode-laser-pumped, cw, Nd:glass la- range of 30 to 150 MHz; a small spot size within the
ser sources.' We report successful operation of a 30- gain medium, which leads to a low pumping threshold;
mW cw diode-laser-pumped, mode-locked Nd:glass the capability to adjust cavity length without affecting
laser oscillator. The mode-locked oscillator produced the spot size in the gain medium; and the potential for
pulses shorter than 36.5 psec, the time response of the pump multiplexing by dual-sided pumping to obtain
fast photodiode detection system. A 10-psec pulse higher average power output.
width was estimated from autocorrelation measure- The standing-wave acousto-optic mode locker made
ments by simultaneou3 pumping with the diode laser by Newport EOS used in our experiment had a modu-
and a dye laser. The same oscillator, when pumped by lation index8 Am. = 0.13 at 1 W of rf power at 1055 nm.
a 500-mW cw dye laser, generated pulses as short as 5.8 The resonator length was 86.27 cm to correspond with
psec. 86.9-MHz mode-locker frequency. The astigmatism

Mode-locked operation of Nd:glass was previously of the oblique-incidence center mirror was compensat-
obtained under cw pumping with an argon-ion laser ed for by the astigmatism of the Brewster-angle plate
source. 2 Active mode locking of a pulsed Nd:glass at an included angle7 20, given by
laser by using an electro-optic deflector recently gen- (n' + 1)°'(n 2 _ 1n' = (R/2t)sin 0 tan 0, (1)
erated trains of 6-psec pulses.3 Mode-locked opera-
tion of Nd:YAG (Ref. 4) with diode laser pumping and where n and t are the refractive index and the thick-
Ndo.sLao.5P50 14 (Ref. 5) with argon-ion laser pumping ness of the gain medium, respectively, and R is the
has also been demonstrated. The prospect of diode radius of curvature of the center mirror. In our case
laser pumping of Nd:glass did not appear to be promis- 20 was 16.70. The stability range, defined as the
ing because of the 1-order-of-magnitude smaller gain
cross section of Nd:glass compared with Nd:YAG.
However, the Nd:glass medium also has lower loss and flat

higher absorption at diode laser wavelength than HR cavily optical path length 863 cn coup e

Nd:YAG, such that the gain-to-loss ratio, which is the R-125 .cm \... .....

factor important in determining threshold, is similar L 16 \ 7.}
for Nd:YAG and Nd:glass. This was recently con-" Ptic standingwe
firmed by the successful cw diode laser pumping of fused hquotz nid loasn
Nd:glass.1 The wide gain bandwidth of Nd:glass com- 3 mm 33,3 to not iw od o ow,

pared with Nd:YAG should lead to order-of-magni- Nd:glass

tude shorter mode-locked pulse widths. HR Z 7f 10 M
Figure 1 shows a schematic of the experiment. The R.5 cm 1.8 M

diode laser pump source is collimated and focused into
a Brewster-angle-oriented 3-mm-thick disk of LG-760
Nd:glass with 4% doping. The active medium is dtodelase
placed at the focus of a three-mirror ca-ity, which is 30 law

designed to minimize pumping threshold by minimiz- Fig. 1. Experimental setup of a diode-laser-pumped and
ing the focal volume.6 The use of a Brewster plate mode-locked Nd:glass laser. The laser can be simultaneous-
eliminated the need for a special coating on the gain ly pumped by a diode laser and a dye laser focusing through
medium and permitted easy interchange of the gain the high-reflectivity (HR) turning mirror into the gain medi-
media. The design of the three-mirror cavity is simi- urn, which is at Brewster angle in a three-mirror cavity.

0146-9592/88/060458-03$2.00/0 © 1988, Optical Society of America
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almount by which the length of the short leg of the covering the range of the spectrum analyzer. A corn-
cavity can be changed without affecting the resonator mercial autocorrelator, Femtochrome Research Model
stability, is given by 2S = R 2/4d 2, where d2 is the length FR103, which is based on nonlinear second-harmonic
of the long arm of the cavity. The confocal parameter generation at a 20-Hz repetition rate, was also used to
is given by b =2S. In the present setup, b = 2S = 0.52 measure the mode-locked pulse width. The scan
cm. For a 3-mm-thick gain medium, the resonator range of this particular autocorrelator was 100 psec,
spot size remains almost constant through the length and the pulse-width resolution was 50 fsec.
of the gain medium, and the position of the gain medi- In our experiments, it was found that good mode-
um can be varied by as much as 1 mm without signifi- locking operation depended to a great extent on the
cantly increasing the oscillation threshold. The cavity length and the position and orientation of the
TEM00 mode spot size was calculated to be 29.5 Mm by acousto-optic mode locker. Near the optimum mode-
45 um with a geometrical average of 36.5 um. The locker position and cavity length, coherence spikes on
focused spot dimension in Nd:glass was 27 um by 59 top of broad autocorrelation signals were observed.
Mm with a geometrical average of 40 pm. By further optimizing the position of the mode locker

The pump power threshold Pth and the slope effi- and the cavity length, a clean autocorrelation trace
ciency 77, of an end-pumped laser are given by 9  was obtained with a zero baseline, indicating the ab-

Pth = (Lhv/4aroi-?)[tr(w2 + Wp2)] sence of a coherence spike. The transition to a
smooth autocorrelation trace was accompanied by a

x exp[2 x 2/(w 2 + w 2)], (2) considerable increase in the second-harmonic powergenerated in a LiIOU 3 crystal. It was observed that the
7, = (T/L)(XJX)Y?, (3) photodiode output as seen on a sampling scope went

from a smooth pulse with ringing to a noisy pulse with
where L is the round-trip cavity lub, T is the output considerable ringing when the transition to the short-
mirror transmission, ip is the pump frequency, a is the est pulse was indicated by the autocorrelation mea-
emission cross section, r is the fluorescence lifetime, % surement.
is the efficiency of absorption of the pump light, XP The output average power of 0.3 mW as obtained by
and X are the pump wavelength and the laser wave- pumping with a 30-mW diode laser was not enough to
length, respectively, w and wp are the resonator and produce a clean signal on the autocorrelator. Howev-
pump spot sizes, respectively, in the gain medium, and er, in the three-mirror cavity shown in Fig. 1 it was
Ax is the mismatch distance between the resonator possible to increase the output power by pumping the
and the pump spots in the gain medium. gain medium simultaneously with a diode laser

The Nd:glass laser was pumped by a 30-mW cw through the end mirror and with a dye laser through
single-stripe diode laser, which was temperature the center mirror. By separately noting the threshold
tuned to operate at the 802-nm pump absorption with the diode laser and the dye laser, it was possible
band. 80% of the diode laser power was incident upon to express the combined input power in terms of an
the gain medium and was absorbed completely. The equivalent diode laser power. We decided to estimate
internal cavity loss was measured to be 1.43%. With a the diode-laser-pumped mode-locked laser pulse
0.5% output coupler, the threshold was 15.5 mW and width by making autocorrelation measurements at
the slope efficiency was 9.1%. By using the expres- different values of equivalent diode laser power. Fig-
sions given in Eqs. (2) and (3) and by assuming per- ure 2(a) shows an autocorrelation trace obtained by
fectly overlapping pump and resonator beams, the pumping with 41 mW of equivalent diode laser power,
threshold and the slope efficiency were calculated to which was generated by 27.4 mW of diode laser power
be 9.6 mW and 15.7%, respectively. The difference (the remaining power coming from the dye laser).
between the calculated and the actual results is attrib- The trace FWHM was 13.7 psec, corresponding to a
uted to the small residual mismatch between the Gaussian pulse width of 9.7 psec. When the pump
pump focal spot and the resonator beam in the gain power was increased to 63.1 mW, the pulse width de-
mediu;-. creased by a small amount to 9 psec. By extrapolating

The diode-pumped cw Nd:glass laser was mode from these measurements at two different power lev-
locked by applying 0.4 W of rf power. The laser oscil- els, the pulse width obtained by 27.4 mW of diode laser
lation threshold was 22.9 mW of diode laser power. pumping alone was estimated to be 10 psec.
The output was 0.3 mW at 27.6 mW of diode laser It was of interest to find the shortest pulse that we
power. The mode-locked laser output was detected could obtain in our setup by pumping with a much
by using a fast InGaAs photodiode,10 which had a higher average power cw Rhodamine 6G dye laser and
responsivity of 0.4 A/W at 1055 nm and a 3-dB rolloff at high-r rf power to the acousto-optic mode locker.
at 22 GHz. The measuring setup, which consisted of With a 590-nm Rhodamine 6G dye laser as the pump
the detector, the sampling module, and the connec- source, the threshold for mode locking was 110 mW at
tors, had a measured rise time of 36.5 psec. At close to 1.2 W of rf power to the mode locker. The FWHM of
optimum mode-locking condition, the output pulse on the autocorrelation trace was 8.2 psec. For a Gaussian
the sampling scope had ringing and distortion, which pulse shape, this indicates a FWHM of 5.8 psec for the
suggested that the pulse width was shorter than 36.5 mode-locked pulse. This to our knowledge is the
psec. A 2.9-GHz-bandwidth spectrum analyzer was shortest pulse produced by active mode locking of
used to observe in real time the axial mode mixing Nd:glass. At 440 mW of dye laser power, the output
spectrum of the mode-locked laser. At near-optimum power was 13 mW, and the peak power was 12.9 W.
mode-locking condition, 16 beat notes were observed In another experiment, the Nd:glass laser piece was
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mirror geometry to 4 W by polarization multiplexing
four 1-W gain-guided single-stripe diode lasers. 11,12

For 200-Am spot size for both the resonator and the
-9 ,pump beams at the gain medium, the optimum output

coupling is 7% for a round-trip internal loss of 4.8%.
13. 7 p sc The laser threshold is calculated to be 1.6 W, and the

output power at 4 W of pump power is estimated to be

Dcl, 012.7 psccidi%) 0.85 W. The circulating peak intensity at the gain
medium is calculated to be 8.7 MW/cm 2, which is ex-

JW pected to produce the same 5.8-psec pulse width as
was obtained in our dye-laser-pumped Nd:glass laser,
for which the peak intensity was 61 MW/cm 2. The
shortest possible pulse width in Nd:glass is approxi-

105 psec mately 0.13 psec, which is difficult to obtain in active
mode locking because of the cavity synchronism re-
quirement. Assuming a 5.8-psec cw mode-locked
pulse width the peak power is projected to be 0.83 kW,
which will permit pulse compression to 90 fsec in a

d two-stage fiber-grating pulse compressor.t 3

Time€ (0 psc/'di,) It should be noted that this mode-locked laser

Fig. 2. (a) Second-harmonic-generation autocorrelation source required no cooling water and operated at less

trace of a cw pumped and mode-locked Nd:glass laser, than 30 W of input electrical power. To demonstrate
pumped by a combination of a cw diode laser and a cw the low input power requirements, the mode-locked
Rhodamine 6G dye laser. The 27.4-mW diode laser provid- Nd:glass laser was also run from a rechargeable bat-
ed 66.8% of the total pump power. Horizontal scale, 12.76 tery, which had the capacity of providing continuous
psec/division. Pulse FWHM is estimated to be 9.7 psec, power to the laser diode, the thermoelectric cooler,
corresponding to the trace FWHM of 13.7 psec assuming a and the rf driver for more than 2 h. Possible applica-
Gaussian pulse shape. (b) Mode-locked output of a 20-mW tions of such a solid-state mode-locked source are in
cw diode-laser-pumped Nd:YAG laser as detected by an electro-optic sampling and in frequency conversion.
InGaAs photodiode and displayed on a sampling scope. This diode-laser-pumped and mode-locked source is
Pulse FWHM 105 psec. also an ideal source for chirped pulse amplification 14

and for injection mode locking of Q-switched oscilla-
tors,15 both of which generate high peak power.

replaced by a 3-mm-thick Nd:YAG crystal. An esti-
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